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Springdale Fire Department 
Policy & Procedures Manual 
Volume 2 – Operations 
Section 203 – Fire Operations 
203.15 Fire Department Connection (FDC) Locking Caps 
 

All personnel shall be knowledgeable with the use of FDC locking caps and wrenches produced 
by the Knox Company. Many FDC’s are required to have Knox FDC locking caps on the FDC. A 
FDC locking cap wrench is assigned equipment on all SFD apparatus and vehicles. Wrenches 
have also been provided to surrounding fire departments that may provide mutual aid to 
Springdale Fire Department. The following list outlines the assigned FDC wrenches for each unit 
and the serial number for each wrench: 

 

Battalion 1 - 41346 Truck 1 - 87969 Truck 6 – 43863 Engine 1 - 63122   
Engine 2 - 36047 Engine 3 – 41207 Engine 4 - 87733 Engine 5 – 43877   
Engine 7 – 41262 Engine 8 – 41130 Rescue 1 - 41271 Rescue 2 - 29631    
Stat 1 - 43867  Squad 1 – 41152 Squad 2 – 41352 Squad 3 – 41191 
Squad 4 – 36068 Squad 5 – 29347 Squad 6 – 36081   Car 2 – 29823  

Car 3 – 35898  Car 4 – 36074  Car 5 – 29650  Car 6 – 29583                        
      
 

Lowell FD, Station 41 – 41198  Lowell FD, Station 42 - 41147  
 

Tontitown FD, Station 51 – 41210  Tontitown FD, Station 52 - 43947 
 
 

Fayetteville FD, Truck 4 – 43823  Fayetteville FD, Engine 4 - 41163  
 

Nob Hill FD, Station 72 – 41132  Johnson FD, Station 61 – 35801 
 
Simplex Grinnell – 87271, 87797, 87651, 87230, 87945 
Dunk Fire & Security – 87215, 87862, 87715, 86355, 87828 
Arkansas Automatic Sprinklers – 87940, 36228, 29886, 44059, 36223, 36227 
Freedom Fire Protection – 87130, 87312 
 


